Pioupiou : Mise a jour du firmware
Dernier firmware (Aout2016) : firmware-ppv1-2016-08-10.bin

téléchargement :
https://github.com/pioupiou-archive/pioupiou-vi-firmware/releases/tag/bin

Matériel requis : Débogueur de simulation SWD
( aliexpress, ebay, amazon ) ~4€

Connexion :
» déconnecter la pile du pioupiou
e souder 4 fils a l'arriere de la carte du
piloupiou :
VABT (+)
SWDIO (données)
SWCCLK (horloge)
GND (-)

Software : J-LINK Software https://www.segger.com/downloads/jlink/

Procédure :
* lancer JFLASH
e créer un nouveau projet
+ sélectionner le microprocesseur EFM32G210F128

Target Device Settings

[Little Endian = ] [Cnre #0 = ]

Manufacturer ¥  Device Core NumCores Flash Size
[ v | efm32g210f128 Filter Filter
Silicon Labs EFM32G210F128  Cortex-M3 1 129 KB

 Open data file : firmware-ppv1-2016-08-10.bin
« et enfin Target - Production programming F7

SEGGER J-Flash v7.88d - [fhome/dam/Bureau/efm32g210Ff128/Samples\JFlash\ProjectFiles\.jflash]

File Edit Target Options View Help

Project information = X /home/dam/Bureau/efm329210f128/firmware-ppv1-2016-08-10.bin @ 00000000 5 X
Setting Value Go To: [ Vl - @ B 0O f
[-] General —

; — DPE0_ 008 |40 1F 80 20 BI 0@ 0@ 08 Bl 76 00 00 BB 76 00 00
Project name Samples\JFlash\ProjectFiles\ | aa9p gg10 C5 76 06 0 CF 76 00 GO DO 76 08 0O CO 6O 0O 0O

Host connection USB [Device @] @000 0020 C9 00 60 00 CO 00 G GO0 0O 0O 02 60 CO 60 00 00 L
[-1TIF 0000 0030 C9 60 00 00 C9 60 00 60 45 85 00 60 61 85 00 60
Type WD 0000_0040 C9 00 60 00 4B 92 00 00 C9 00 0O 60 37 71 00 00
- 0000_0050 C9 00 60 00 C9 00 OO G0 C9 0O 0O 6O C9 60 00 0O
Init. speed 4000 kHz DRBD 006G CO B0 BO @O 20 02 0@ 0O 85 4D 0O 00 C9 0 00 00
Speed 4000 kHz 0000 AETA 3D 71 00 60 CO 00 A 00 (9 0O 0O 0O C9 00 0O 0O
[-1 Target 0000_0030 C9 A0 00 08 C9 00 PG A0 31 71 A0 A0 C9 00 00 00
Mcu Silicon Labs EFM32G21@F12g | 0000_0090 (9 80 66 00 E9 03 00 0 C9 00 00 60 C9 60 00 0O
Core Cortex-M3 @000_0OA0 7D 85 60 00 CO 60 PG 0 C9 0O 0O 6O CI 60 00 0O
2 : @000 OOBO CO 60 B0 60 CO 00 00 OO 01 48 80 47 01 48 00 47
Endian Little @000 0OCA 15 75 00 00 31 01 00 00 01 48 01 90 OL BD 00 BF
Check core ID  Yes (0x2BAD1477) @000 0000 ES5 76 80 0@ FE E7 00 BF 80 B5 00 22 12 4E 00 23
Use target RAM 16 KB @ ©x18000000 0000_OOEO 12 4C 1D EO A4 F1 10 05 95 E3 A0 40 BD 42 0B DO

0000 _0OF8 A5 F1 08 OC 3D 46 63 EO@ FC E9 02 61 E5 E8 02 01
0000 0108 E9 1B 71 45 FB D1 60 E0 75 44 54 F8 04 0C 29 46
0000 0110 01 EO EL E8 02 23 4F 1B 87 42 FA D1 01 3E 14 34
600 0126 71 1C DF D1 ©C FO F@ FA 06 60 00 00 80 DF 00 60
6000 _0138 01 49 8D 46 01 49 08 47 (O 1F 00 20 D9 00 0O 6O
0000 _0140 @8 B> 40 F2 FB 00 67 4B (2 F2 00 00 1B 1A @6 2B
6000 0158 00 D3 08 BD 40 F2 60 03 (O F2 00 63 00 2B F8 DO
0000 0160 98 47 F6 E7 FB 00 00 20 ©8 BS 40 F2 F8 00 40 F2

ol D 6ee0 0176 F8 03 C2 F2 00 00 C2 F2 00 03 1B 1A 98 10 @3 EB .
AAAA ATAA N3 73 50 1A AA N1 AR AN AA F2? AA A? rA F? AR A2 Ncv B A@A  AA

[+] Internal flash

(4]
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